The P1Q compact cylinder is ideal for applications
where you need compact dimensions and high
overall performance. The versatile P1Q cylinder
range provides a long trouble-free operation in a
variety of applications.

Compact and versatile

e Magnetic or non magnetic options
Flush fit sensor range

Buffer cushioning as standard

P1Q - Compact Cylinders

e Piston wear ring on @32 - @100mm

Tapped both ends as standard

Operating information

Working pressure:
Permissible fluid:
Standard working temperature:

Max 10 bar
Air, with or without lubrication
-5°C to +60°C

Prelubricated, further lubrication is not normally necessary.
If additional lubrication is introduced it must be continued.

Double acting - Magnetic - Female threaded piston rod

@12mm @32mm @63mm

Stroke mm Order code Stroke mm Order code Stroke mm Order code

5 P1QS012DC7G0005 10 P1QS032DC7G0010 15 P1QS063DC7G0015

10 P1QS012DC7G0010 15 P1QS032DC7G0015 20 P1QS063DC7G0020

15 P1QS012DC7G0015 20 P1QS032DC7G0020 25 P1QS063DC7G0025

20 P1QS012DC7G0020 25 P1QS032DC7G0025 30 P1QS063DC7G0030

25 P1QS012DC7G0025 30 P1QS032DC7G0030 40 P1QS063DC7G0040

30 P1QS012DC7G0030 40 P1QS032DC7G0040 50 P1QS063DC7G0050

316mm 50 P1QS032DC7G0050 75 P1QS063DC7G0075
75 P1QS032DC7G0075

Stroke mm Order code 100 P1QS032DC7G0100 @80mm

5 P1QS016DC7G0005 Stroke mm Order code

10 P1QS016DC7G0010 @40mm - P1QS080DC7G0015

15 P1QS016DC7G0015 Stroke mm Order code 20 P1QS080DC7G0020

;g Eggglﬁgggggﬁg 15 P1QS040DC7G0015 25 P1QS080DC7G0025

% P10S016DG7G0030 20 P1QS040DC7G0020 30 P1QS080DC7G0030
25 P1QS040DC7G0025 40 P1QS080DC7G0040

@20mm 30 P1QS040DC7G0030 50 P1QS080DC7G0050

Stroke mm Order code 40 P1QS040DC7G0040 75 P1QS080DC7G0075

10 P1QS020DC7G0010 &0 P1QS040DC7G0050 @100mm

15 P1QS020DC7G0015 75 P1QS040DC7G0075

20 P1QS020DC7G0020 100 P1QS040DC7G0100 Stroke mm Order code

30 P1QS020DC7G0030 20 P1QS100DC7G0020

40 P1QS020DC7G0040 Stroke mm Order code 25 P1QS100DC7G0025

50 P1QS020DC7G0050 15 P1QS050DC7G0015 30 P1QS100DC7G0030
20 P1QS050DC7G0020 40 P1QS100DC7G0040

925mm 25 P1QS050DC7G0025 50 P1QS100DC7G0050

Stroke mm Order code 30 P1QS050DC7G0030 75 P1QS100DC7G0075

10 P1QS025DC7G0010 40 P1QS050DC7G0040

15 P1QS025DC7G0015 50 P1QS050DC7G0050

20 P1QS025DC7G0020 75 P1QS050DC7G0075

25 P1QS025DC7G0025 100 P1QS050DC7G0100

30 P1QS025DC7G0030

40 P1QS025DC7G0040

50 P1QS025DC7G0050
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P1Q - Compact Cylinders

Double acting - Non-magnetic - Female threaded piston rod

@12 mm @ 32 mm @ 63 mm
Stroke mm Order code Stroke mm Order code Stroke mm Order code
5 P1QS012DC7B0005 10 P1QS032DC7B0010 15 P1QS063DC7B0015
10 P1QS012DC7B0010 15 P1QS032DC7B0015 20 P1QS063DC7B0020
15 P1QS012DC7B0015 20 P1QS032DC7B0020 25 P1QS063DC7B0025
20 P1QS012DC7B0020 25 P1QS032DC7B0025 30 P1QS063DC7B0030
25 P1QS012DC7B0025 30 P1QS032DC7B0030 40 P1QS063DC7B0040
30 P1QS012DC7B0030 40 P1QS032DC7B0040 50 P1QS063DC7B0050
@ 16 mm 50 P1QS032DC7B0050 75 P1QS063DC7B0075
75 P1QS032DC7B0075
Stroke mm Order code 100 P1QS032DC7B0100 © 80 mm
5 P1QS016DC7B0005 Stroke mm Order code
10 P1QS016DC7B0010 @ 40 mm 5 P1QS080DC7B0015
15 P1QS016DC7B0015 Stroke mm Order code 20 P1QS080DC7B0020
20 P1 °:°16Dg7'3°°2° 15 P1QS040DC7B0015 25 P1QS080DC7B0025
25 P1Q S°16D C7B°°25 20 P1QS040DC7B0020 30 P1QS080DC7B0030
80 P1QS016DC7B0030 25 P1QS040DC7B0025 40 P1QS080DC7B0040
@20 mm 30 P1QS040DC7B0030 50 P1QS080DC7B0050
Stroke mm Order code 40 P1QS040DC7B0040 75 P1QS080DC7B0075
10 P1QS020DC7B0010 50 P1QS040DC7B0050 @ 100 mm
15 P1QS020DC7B0015 s P10S040DC7B0075 s
20 P1QS020DC7B0020 100 P1QS040DC7B0100 roke mm Order code
25 P1QS020DC7B0025 @ 50 mm 15 P1°:1°°Dg7B°°15
30 P1QS020DC7B0030 St T 20 P1QS100DC7B0020
40 P1QS020DC7B0040 fore mm reer coce 25 P1QS100DC7B0025
50 P1QS020DC7B0050 15 P1QS050DC7B0015 30 P1QS100DC7B0030
20 P1QS050DC7B0020 40 P1QS100DC7B0040
@25 mm 25 P1QS050DC7B0025 50 P1QS100DC7B0050
Stroke mm Order code 30 P1QS050DC7B0030 75 P1QS100DC7B0075
10 P1QS025DC7B0010 40 P1QS050DC7B0040
15 P1QS025DC7B0015 50 P1QS050DC7B0050
20 P1QS025DC7B0020 75 P1QS050DC7B0075
25 P1QS025DC7B0025 100 P1QS050DC7B0100
30 P1QS025DC7B0030
40 P1QS025DC7B0040
50 P1QS025DC7B0050
Mountings
Flange MF1 / MF2 Foot bracket Clevis mounting
Cyl. Order code Cyl. Order code Cyl. Order code
@ mm @ mm @ mm
12 P1Q-4DMB \1}} 12 P1Q-4DMF 12 P1Q-4DMT
16 P1Q-4FMB e 16 P1Q-4FMF 16 P1Q-4FMT
20 P1Q-4HMB ‘@ 20 P1Q-4HMF 20 P1Q-4HMT
25 P1Q-4JMB '{ @ 25 P1Q-4JMF 25 P1Q-4JMT
32 P1Q-4KMB & 32 P1Q-4KMF 32 P1Q-4KMT
40 P1Q-4LMB 40 P1Q-4LMF 40 P1Q-4LMT
50 P1Q-4MMB 50 P1Q-4MMF 50 P1Q-4MMT
63 P1Q-4NMB 63 P1Q-4NMF 63 P1Q-4NMT
80 P1Q-4PMB 80 P1Q-4PMF 80 P1Q-4PMT
100 P1Q-4QMB 100 P1Q-4QMF 100 P1Q-4QMT

Electronic and Reed Sensors

Size Description Order code
PNP Type, normally open 0.165 m cable and M8 screw male connector P8S-EPSUS
PNP Type, normally open 2 m PUR cable without connector P8S-EPFXS
NPN Type, normally open 0.165 m cable and M8 screw male connector P8S-ENSUS
NPN Type, normally open 2 m PUR cable without connector P8S-ENFXS
Reed Type, normally open 0.15 m cable and M8 screw male connector P8S-ERSUS
Reed Type, normally open 2 m PUR cable without connector P8S-ERFXS
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